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BitTorrent. The vast majority of file access 
methods are in fact streaming methods, ren¬ 
dering the common usage somewhat inaccu¬ 
rate. 

A competing term is casting, which in net¬ 
working parlance exists in different, well- 
defined variants: 


II. Terminology 

i. Streaming vs. Casting 

The term streaming is nowadays synonymous 
with consuming media online without hav¬ 
ing previously downloaded them. 

It's worth recalling that this is not the only 
meaning. 

• In storage parlance, streaming just refers 
to sequential access of data as file sys¬ 
tems or tape storage provide, as op¬ 
posed to the random access mode granted 
by memory. 

• In file format parlance, a streaming 
file format is one that structures data 
in records that can be sequentially 
consumed, in order to better support 
streaming storage access. 

When used in the context of distributed 
storage, the term only disambiguates against 
types of file synchronization that use non¬ 
sequential patterns, such as employed by e.g. 


Unicasting describes transferring a packet 
(or sequence of packets) from an origi¬ 
nating node to a single recipient node. 

Narrowcasting (multicasting in IP) describes 
transferring such a packet from a single 
originating node to a defined set of re¬ 
cipient nodes. 

Broadcasting describes transferring such a 
packet to the world at large, for any in¬ 
terested recipient to pick up. 

Swarmcasting is sometimes used as a form 
of casting that originates at more than 
one node. 

On the packet level, most media streaming 
solutions today are in fact unicasting solu¬ 
tions. Many unicast streams might be served 
in parallel, but each packet typically has a 
single recipient. 

This document uses the casting terminol¬ 
ogy for disambiguation when specific trans¬ 
port modes are implied, and streaming for the 
case where transport modes are unspecified. 
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ii. Record Streams 

A useful definition for this document is that 
of record streams. As described in the previ¬ 
ous section, in file format parlance, a stream 
is any sequence of records that can be con¬ 
sumed sequentially. 

Video and audio files tend to come in 
streaming formats, defined as a sequence of 
(conceptual) frames. 

But other kinds of record streams exist - 
conceptually, for example, a commit in a git 
repository is a record. Since all commits af¬ 
ter the root commit refer to one or more pre¬ 
ceding commits, a git repository can be laid 
out as sequential records. In fact, temporally 
speaking, this is almost always the case - ex¬ 
cept when two commits are created at exactly 
the same time, based on exactly the same pre¬ 
ceding commit. 

11.1 SI vs IEC Units 

One of the problems plagueing computer sci¬ 
ence is the mixed use of SI units and IEC 
units. In SI units, the prefix mega- denotes 
one million, whereas in CS we more often 
use it to mean 2 20 . 

Just like storage manufacturers, broad¬ 
band providers tend to use SI units when 
specifying Mbit/s. Operating systems typi¬ 
cally use IEC units when specifying file sizes 
in MiB. 

This document keeps the use of SI unit 
Mbit/s for broadband uses, because it makes 
no explicit reference to file sizes. Imple¬ 
mentations must be aware, however, that 
the Mibit/s requirements for streaming media 
files cannot be fulfilled by Mbit/s broadband 
speeds of the same numeric value. 

11.2 Bandwidth 

The author(s) of this document understand 
that the bandwidth term is not correctly ap¬ 
plied to what should be described as data 
transfer or transmission rates. 

In common usage, though, available band¬ 
width is used synonymously with a maxi¬ 
mum possible data transfer rate; other us¬ 
ages of the word tend to be similar, such as 
required bandwidth or bandwidth usage, etc. 


For simplicity, this document conforms to 
the common usage. 

III. Problem Domain 

This section outlines the problem domain of 
peer-to-peer media streaming by analysing 
each domain component, and providing re¬ 
quirements derived from the each. 

i. Internet Connections 

We routinely build data centers these days 
with leaf-and-trunk architectures that see a 
Gbit/s of bandwidth provisioned for each 
CPU core, leading to Tbit/s availability on 
the trunk, so that it can be sobering to com¬ 
pare this to standard, affordable internet con¬ 
nection speeds around the world. 

1.1 Average Bandwidths 

Cable.co.uk [1] provides a good overview 
of world broadband speeds of 2018, which 
demonstrates the range to be between 5- 
60Mbit/s. The 2018 data highlights that the 
bottom end of the range improved by maybe 
half an Mbit / s, whereas the top improved by 
ca. 4Mbit/s - we consider that too little to 
update the calculations in further sections. 

The average improvement of ca. 25 percent 
makes a big enough difference for updates 
since the last draft, but does not affect the 
general problem scenario enough to propose 
new solutions. 

1.2 Minimum Bandwidths 

Its worth noting that the data released only 
lists average speeds, no median or standard 
deviation. It therefore is unclear how this 
translates to geographic distribution; it is a 
well established pattern that metropolitan re¬ 
gions enjoy much faster bandwidths than the 
country side. 

Theres a clue in a broadband map Ger¬ 
many publishes [2]. It maps where availabil¬ 
ity of broadband speeds exceeds particular 
percentages. In metropolitan regions, avail¬ 
able broadband speeds in excess of 50Mbit/s 
are typical, while only speeds between 6- 
16Mbit/s seem to be available universally. 
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Of course, this map lists advertised broad¬ 
band speeds while Cable's results list mea¬ 
sured speeds. According to the FCC's 
80 /80 metric of measured speeds [3], median 
speeds vary greatly from advertised speeds 
from ISP to ISP. An average 80/80 perfor¬ 
mance across ISPs looks to be in the ballpark 
of 70% of the advertised speed. 

If we apply this assumption to Germany's 
broadband map, it leaves the conclusion 
that universally available, actual broadband 
speeds in that country should be expected in 
the range of 4-11 Mbit/s, with an average of 
7.5Mbit/s. 

We can compare this average to the 
24Mbit/s published for Germany by Cable; 
then it is lower by a factor of 3.2. This fac¬ 
tor probably does not apply globally, but 
without more research, we may assume it 
does. This leads to a minimum available 
bandwidth assumption of 1.5-18.75Mbit/s 
globally. Applying the average increase 
of bandwidth over the last twelve months 
leads to a new bandwidth assumption of 1.9- 
23.5Mbit/s globally. 

i.3 Latency 

There is not much published data on internet 
latency around the world. Dotcom-Monitor 
publishes latencies between data centres [4], 
which is a useful starting point, but will bear 
little resemblance to end-user latency experi¬ 
ences. 

The table does offer an insight, however. 
With inter-city latencies ranging from the 20s 
of milliseconds to the 400s, we do know that 
latency differences range by about a factor 
of 20 - more than an order magnitude. We 
can safely assume that latencies for end-users 
will generally be higher, but follow a simi¬ 
lar order-of-magnitude distribution between 
various locations on the planet. 

There is a second conclusion the table per¬ 
mits, and that is that - unsurprisingly - 
low latency is generally associated with ge¬ 
ographic closeness. 

The FCC report [3] also includes some data 
on latency, but only measures latency from 
the consumer to the nearest measurement 
server. The latencies measured here match 
up reasonably well with Doctom-Monitor's 


data, maybe adding up to 50ms on each cus¬ 
tomer's side, with a maximum of 100ms for 
customer-to-customer p2p connections. 

1.4 Asymmetry 

Broadband connections are rarely symmet¬ 
rical in their up- and downstream capa¬ 
bilities. Most connections by far provide 
much higher downstream capabilities than 
upstream, limiting the available bandwidth 
for peer-to-peer streaming at the upstream 
point. 

While we may expect changes to this [5], 
adoption of such new technology takes time 
to roll out. For the time being, it's reasonable 
to assume that upstream capabilities lie at 10- 
25% of downstream capabilities, as provided 
by current technologies. 

1.5 Peering 

Neither bandwidth estimate reflects issues of 
interconnectivity. In previous work at Joost, 
it was found that in China (serving as an ex¬ 
ample only), there were very limited peering 
arrangements between ISPs. Decent band¬ 
width and latency could routinely only be 
achieved between customers of the same ISP, 
while connections between customers of dif¬ 
ferent ISPs were throttled so much as to be 
useless. 

The principle of peering, i.e. offering 
a quid-pro-quo exchange of bandwidth be¬ 
tween ISPs has been the founding stone of In¬ 
ternet architecture since its inception. China 
a decade ago demonstrates that this principle 
is not universally applied, leading to the ex¬ 
pectation that there will be pockets of the in¬ 
ternet effectively isolated from each other for 
peer-to-peer communication - even if band¬ 
width is available in principle. 

1.6 IP Network Constraints 

For the purposes of modern internet usage, 
it's safe to assume that traffic is transported 
over IP at the network layer (assuming an IP 
compatible adjustment to the OSI model). 

Path MTU IPv4 and IPv6 place different 
constraints on packet sizes, but both are even¬ 
tually bounded by the underlying data link 
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layer. In data centers, the data link layer 
might be based on any protocol, but for con¬ 
sumer connections, it's safe to assume that 
one of Ethernet or 802.11 are involved, and 
maybe a PPP protocol layered on top of ei¬ 
ther, such as PPPoE for broadband connec¬ 
tions. 

That means path MTU for peer-to-peer 
connections is almost certainly in the range 
of 1400-1500 Bytes [6]. We'll assume the 
lower of these to be on the safe side. The 
implication is that all peer-to-peer IP traffic 
will be segmented into transmission units of 
ca. 1400 Bytes. 

Packet Throughput Rate One of the char¬ 
acteristics of internet traffic typically disre¬ 
garded in transmission rates is that IP is a 
packet switching network. Specifically this 
means that 

1. Each packet is transmitted in full over 
the underlying media before the next 
packet is processed, and 

2. routers or other processing units along 
the path will only process and therefore 
forward complete packets. Their capac¬ 
ity for processing packets is bounded by 
their hardware design. 

The implication is that the underlying 
hardware reason for bandwidth and la¬ 
tency characteristics is the maximum packet 
throughput rate of the networking equip¬ 
ment and links. 

For applications streaming at high band¬ 
width, it is then imperative to keep the 
packet throughput rate below the path ca¬ 
pacity in order to achieve the minimum pos¬ 
sible latency - higher throughput rates will 
inevitably fill network interface buffers and 
may cause packet loss. 

TCP vs. UDP TCP is the default stream ori¬ 
ented protocol on top of IP, and UDP the de¬ 
fault datagram protocol. Both add a concept 
of ports to IP connections, in order to mul¬ 
tiplex different senders and recipients at the 
same IP endpoint. 

Their difference is that UDP does little 
more than that, whereas TCP adds a delivery 


guarantee for each packet. The method cho¬ 
sen to do so is to number bytes transmitted 
via a TCP connection, and for each received 
packet send an acknowledgement of the last 
received bytes. 

In terms of packet throughput rate, TCP 
therefore halves it for the same payload band¬ 
width compared to UDP in order to guaran¬ 
tee delivery. 

It's worth noting that the TCP SACK mech¬ 
anism does not reduce the number of ac¬ 
knowledgements sent - it merely allows for 
more selective acknowledgements and re¬ 
transmissions in case a packet was dropped, 
but subsequent packets were received. With¬ 
out the SACK mechanism, only data up to 
the dropped packet could be acknowledged. 

i.7 Casting 

The terminology section refers to casting as 
opposed to streaming. It should be pointed 
out that several casting strategies are avail¬ 
able at the IP layer, but support for them is 
limited. 

Unicasting is the default mode of transfer¬ 
ring IP packets. 

Narrowcasting exists in the form of IP mul¬ 
ticasting. Unfortunately, IP multicasting 
is in practice largely limited to a single 
IP network, or a group of IP networks 
under the management of the same or¬ 
ganization. IP multicasting rarely works 
on the wider Internet. 

Broadcasting exists in the form of the broad¬ 
cast address of each IP network, and is 
therefore limited to the network, and not 
routed outside. 

Swarmcasting does not exist on the IP layer. 

The upshot is that any forms of casting 
other than unicasting must be emulated at the 
application protocol level. IP-based multicas¬ 
ting or broadcasting could be employed as 
optimizations for local networks. 

Note that this is a viable strategy for e.g. 
IPTV services within hotels, etc. An im¬ 
plementation of a media streaming system 
should at least not obstruct such uses. 
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ii. Video and Audio 

Video and audio streams have particular 
qualities over other types of files that require 
recognition when designing streaming proto¬ 
cols. 

ii.l Bitrate 

Video streams encode more data than audio 
streams, and therefore require a higher bi¬ 
trate, so we can neglect audio stream bitrate 
requirements for the moment. 

Video stream bitrates depend highly on 
how noisy the image is, what quality expec¬ 
tations you have, and which video codec you 
use. If we assume 1080p/30fps as the stan¬ 
dard of today, Blu-Ray requirements would 
be up to 40Mbit/s using the H.264 codec. 

You can always compromise on quality, 
and that is the typical strategy for broadcast¬ 
ing over various media. Even so, typical bi¬ 
trates are often no lower than 12-13Mbit/s 
with H.264 for "unnoticeable" quality degra¬ 
dation. 

Googles VP9 has been shown to achieve up 
to 30% better compression rates, H.265 up to 
50%; and AVI claims to outdo them both. 

This leaves a fairly wide range of 12- 
40Mbit/s for H.264, with hopes that H.265 or 
AVI may lower them to 6-20Mbit/s. Given 
both ranges, its safe to assume that in 
the 12-20Mbit/s range, good quality can be 
achieved. Video streaming services often 
lower this to 5-10Mbit/s with reduced qual¬ 
ity streams. 

Of course, 1080p is strictly speaking yester¬ 
days standard - were now living in a world 
of increasing 4k videos, and 8k is starting to 
become the new high end reference. Both 
formats quadruple bitrate requirements on 
resolution alone, and routinely offer 60fps 
framerates instead of 1080ps 30. With no fur¬ 
ther reduction in quality or improvements in 
video codecs, we can assume the following 
table provides reasonable data: 

It becomes very apparent that at while at 
1080p it may be possible to stream video with 
fairly good quality, that becomes impossible 
for most internet connections for 4k. Re¬ 
duced quality may work for 4k, but stream¬ 
ing 8k is basically reserved for LAN environ- 


Good Reduced 
1080p/30fps 12-20 5-10 

4k/60fps 96-160 40-80 

8k/60fps 384-640 160-320 

Table 1: Bitrates in Mbit/s for different quality re¬ 

quirements and video formats. 

ments at the moment. 

Video streaming providers spend a lot of 
effort on reducing these bitrate requirements 
further; there surely is some leeway. But 8k 
streaming is outside of most internet connec¬ 
tion speeds by an order of magnitude, so 
compression improvements will only do so 
much. 

11.2 Subjective Streaming Quality 

Research into subjective video quality dur¬ 
ing degraded conditions [Z, 8] suggests that 
when other quality factors such as the above 
cannot be reduced, frame loss conditions 
may have less impact on perceived quality 
than could be expected. 

Jitter, that is frame drops spread out over 
a period of time, is generally perceived to be 
preferrable over jerkiness or buffering. 

Within limits, then, a streaming service 
could introduce or tolerate jitter better than 
congested paths between producer and con¬ 
sumer. 

11.3 Multiplexing 

Each video stream is effectively a multi¬ 
plexed stream of video and audio data, and 
may contain additional data streams. While 
downloadable videos do, in fact, multiplex 
this data into single streams, storage media 
such as DVDs or Blu-Ray do not. 

What in storage media is offered as a con¬ 
venience for bundling multiple audio lan¬ 
guages with the same video content, also be¬ 
comes a strategy for keeping transmission bi¬ 
trate low in streaming. 

A media streaming system should con¬ 
sider sourcing separate streams, and mul¬ 
tiplexing them for transmission and decod¬ 
ing. In order to do so, individual bitrates 
in constant bitrate encodings, and additional 
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bitrate changes in variable bitrate encodings 
must be known by the streaming servers. 

iii. Privacy 

In peer-to-peer networks, potentially privacy 
sensitive data gets sent through peer nodes 
to their destination. Such routing nodes may 
keep data only in transient memory, but may 
also need to store data in on-disk caches. In 
the case of storage nodes, this is their main 
purpose. 

Privacy measures need to be put in place 
to make this process safe, let alone GDPR 
compliant. 

111.1 Transport Encryption 

The web's standard for ensuring privacy is 
transport encryption via TLS (formerly SSL), 
which is a form of endpoint-to-endpoint en¬ 
cryption. The underlying assumption is that 
transport endpoints represent the sender and 
recipient persons or organizations. 

Since this is conceptually the case for the 
client-server architecture of the WWW, the 
only concern for TLS is to ensure it is also 
actually correct. Techniques such as domain 
certificates, OCSP stapling, etc. are employed 
for this reason. 

In peer-to-peer networks, transport end¬ 
points do not represend sender or recipients. 

111.2 End-to-end Encryption 

In order to ensure privacy, some form of end- 
to-end encryption has to be employed. Using 
public key based cryptography, this is achiev¬ 
able - if and only if each of the sender and 
recipient are uniquely identifiable via a pub¬ 
lic key. 

Senders can encrypt data with the recipi¬ 
ent's key before sending it. The remainder 
of the peer-to-peer infrastructure must then 
treat all data as opaque. 

This opaqueness presents particular chal¬ 
lenges of optimization: 

1. Naive end-to-end encryption effectively 
forces unicasting of data. The con¬ 
straints of public key cryptography 


come to the rescue here; typically pub¬ 
lic key cryptography is only used for en¬ 
crypting a symmetric cipher key. While 
transmitting this key remains a unicast 
operation, payload data can then be nar- 
rowcast to all recipients of the symmet¬ 
ric key. 

2. Opaque media streams mean no inter¬ 
mediate node can perform optimiza¬ 
tions, whether it is using different 
video compression methods, or selec¬ 
tively dropping frames, etc. 

3. Adding caching capabilities of nodes 
means that the block cipher mode needs 
to be chosen differently from typical 
transport encryption in order to remain 
secure in the face of random access updates 
to data. 

iv. Authentication, Authorization & 
Accounting 

AAA is often performed by a central author¬ 
ity in networks, which when applied to a 
peer-to-peer system would turn the network 
hybrid. 

iv.l Authentication 

Authentication in a peer-to-peer network 
means ensuring that a peer represents a par¬ 
ticular participant on the network. 

This is not the same as ensuring the peer 
represents a person or organization. Such au¬ 
thentication can additionally be performed, 
but is not required for the secure operation 
of the network layer. 

If public key cryptography is employed, 
then public keys can effectively be used as 
participant identities - any data sent en¬ 
crypted to the participant can only be used 
by the holder of the private key, thus ensur¬ 
ing that participants act on behalf of the key 
pair holder. 

This solves the immediate need of the peer- 
to-peer layer. Some adjacent problems can 
trivially be solved by introducing a minimal 
PKI: 

Individual/Organisation Authentication 

Authenticating individuals or organizations 


6 



Peer-to-peer Media Storage and Casting - Draft 3 • January 2020 • CC BY-SA 4.0 


as owners of the key pair requires a verifi¬ 
cation process that is outside the scope of 
this document. It must involve a trusted 
verification authority, and a verification 
process. 

Such a process may involve sending a pub¬ 
lic key together with a photo ID for indi¬ 
viduals to the verification authority. The re¬ 
sult of the process should likely be a cer¬ 
tificate signed by the authority, which peers 
can check for validity using standard crypto¬ 
graphic means. 

Organizational Group Authentication 

Larger organizations will typically be split 
into smaller groups, who the organization 
may wish to keep separate for data access 
purposes. 

Public key based authentication should 
then allow participants to generate a master 
key pair with which to sign group key pairs. 

Device Authentication Nowadays, most in¬ 
dividuals and probably all organizations are 
represented on a network by multiple de¬ 
vices. In peer-to-peer networks, it may be 
sensible to represent each such device by an 
individual key pair. 

The PKI should work analogous to group 
authentication above. 

iv.2 Authorization 

After a participant has been authenticated, 
the next step is to determine what the par¬ 
ticipant is permitted to do. A peer-to-peer 
network should aim to achieve a decentral¬ 
ized authorization scheme for this. 

Some inspiration can be drawn from 
OAuth [2] - here, permission tokens scoped 
to data objects, signed by a trusted authority 
over the data object serve as secure markers 
for authorization. A serialisation scheme for 
similar tokens exist in the JSON Web Token 
(JWT) [IQ] standard. 

iv.3 Accounting 

When a participant has performed an action, 
and if the action is deemed sufficiently criti¬ 
cal, there should be a verifiable and private 
log of it. 


IV. Related Technologies 

This section outlines related technologies at 
a high level of abstraction, and provides a 
short analysis of how the technology meets 
or fails to meet issues of the problem domain. 

i. Filesystems 

An implementation of a distributed media 
storage system shares some similarities with 
local file system implementations. The main 
difference is that in a distributed system, a 
consensus algorithm needs to be employed 
to keep the system state valid. 

A secondary difference is that storage and 
retrieval latencies are much higher in a dis¬ 
tributed system - or potentially so. But 
the mitigation techniques of more localized 
caching are identical (in the abstract). 

Therefore, a simplified overview of file sys¬ 
tem architecture can inform the design of a 
distributed storage system. 

Some of the terminology used in this sec¬ 
tion is specific to UNIX operating systems, 
but the concepts are transferrable. 

At its most basic, a file system manages 
which data blocks of a block device belong to 
a file. Block devices provide access to fixed¬ 
sized blocks of bytes, so files may use zero to 
many blocks, and leave blocks partially filled. 
All this is managed in what we'll conceptu¬ 
ally call the block allocation layer. 

A typical optimization of block allocation 
is to store files as much as feasible in sequen¬ 
tial blocks. Such a block range is typically 
called an extent. 

In file sharing parlance, the term chunk 
is more often encountered. A chunk is 
the more abstract term, encompassing single 
blocks as well as extents; it is the basic unit 
of file subdivisions. 

Block allocation information is stored in 
inodes (possibly derived from "index node"), 
which also contain limited metadata about 
the file. The most common form of meta¬ 
data is the file name, a permission bitmap, 
etc. We'll call this the conceptual metadata 
layer (even if in implementations it is indis¬ 
tinguishable from the block allocation layer). 
The metadata layer at minimum identifies a 
file. 
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On top of this, inodes also contain index¬ 
ing information. Directory inodes are file sys¬ 
tem entries just like file inodes, but instead of 
referencing allocated blocks, they reference 
files contained in the directory. We'll call this 
the indexing layer, and it's used for content 
discovery. 

Another component of many file systems 
is a journal, in which the intent of modifi¬ 
cations is recorded before the modification 
is made, so that crash recovery can be opti¬ 
mized. Journals effectively form a consensus 
algorithm between the state before and after 
a crash. 

An alternative to journals are full copy-on- 
write file systems which write new data to 
newly allocated blocks, then update meta¬ 
data to account for the change, iterating all 
the way to updating the the file system root. 
If journals can be compared to a consensus 
algorithm, copy-on-write can be compared to 
eventual consistency. 

ii. Content Addressable Networks, 
etc. 

Content Addressable Networks exist in mul¬ 
tiple forms these days. It's worth noting that 
the name derives from a specific research pa¬ 
per [U], which introduces the concept of Dis¬ 
tributed Hash Tables as an optimization tech¬ 
nique for 1990s hybrid peer-to-peer systems. 

The key concept is to find values (such 
as file contents) based on a key (such as a 
name, a content hash, etc.). Any DHT used 
in this fashion forms a content addressable 
network. 

In this, a CAN is a form of Information- 
Centric Networking [12]. A PARC re¬ 
search project, Content-Centric Networking 
[13] served as the basis for the current 
Named Data Networking project [14]. 

The main difference between CANs and 
NDN are that CANs are typically created 
as overlay networks over host addressed net¬ 
works such as IP. By contrast, NDN aims to 
replace IP networks by using data names as 
routing information - routing decisions are 
made by matching the longest name prefix to 
prefixes advertised by networks or machines. 

This leads to two interesting observations 
about the state of current CANs: 


• The concept of CANs in no way requires 
the name of a data object to be a hash 
over the data. That is, data objects can 
be mutable under a stable name. In fact, 
NDN's longest prefix routing would pre¬ 
fer stable and hierarchical names as 
opposed to the pseudo-random data 
produced by cryptographic hash algo¬ 
rithms. 

• A single DHT represents a flat rout¬ 
ing space, while NDN is hierarchical. 
Nested DHTs containing ever longer 
name prefixes could be employed to 
structure peers in such a way that a) 
at each hierarchy level there are fewer 
unique name prefixes to manage, and 
b) peers serving content with related 
names can be looked up faster. 

iii. LEDBAT 

LEDBAT [15] is a congestion control algo¬ 
rithm specifically designed for background 
file synchronization, and employed as such 
by BitTorrent and derived technology. 

LEDBAT works by timing acknowledge¬ 
ments sent by recipients of data, and there¬ 
fore works only with underlying transport 
protocols that send such acknowledgements 
- or requires application protocols to send 
them. 

The congestion control is opportunistic: it 
backs off from sending data very quickly 
when congestion is detected, but tries to use 
more bandwidth when the path is congestion 
free. 

One of the great features of LEDBAT is 
that it effectively performs path congestion 
prediction by analysing increases in trans¬ 
mission latency, while other algorithms de¬ 
pend on congestion events having occurred 
already. 

The downside of the protocol is that it is ex¬ 
plicitly designed for background traffic, and 
not very aggressive in the face of other traffic 
on the same link. That makes it fairly unsuit¬ 
able for video streaming, where reasonable 
effort should be expended to maintain a min¬ 
imum bitrate. 

It's worth mentioning TCP Cubic [Jh] as 
TCP's current state-of-the art congestion pro- 
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tocol. Where LEDBAT uses a linear function 
for determining window sizes. Cubic uses 
a cubic function (hence the name). The ad¬ 
vantage of a cubic function is that it ramps 
up traffic very fast to the level before a con¬ 
gestion event occurred, and then probes for 
more bandwidth fairly aggressively after the 
network had time to recover. 

iv. HTTP/3 aka QUIC 

In October 2018, the working group for the 
QUIC [18] protocol formally requested the 
standard to be adopted as the next version 
of HTTP, HTTP/3. 

For our purposes, QUICs secondary de¬ 
sign goals are of particular interest: it in¬ 
troduces explicit congestion control as op¬ 
posed to LEDBAT, and reduces the num¬ 
ber of acknowledgement packets sent for re¬ 
ceived data. Where TCP can send at most 
four byte ranges in a SACK message, QUIC 
can send up to 256. 

As QUIC applies these mechanisms to 
multiplexed streams over a single connection, 
this allows for very fine tuned retransmis¬ 
sions. 

Of particular note is that QUICs conges¬ 
tion control mechanism is not fixed, and only 
in the current version employs TCP's Cubic 
algorithm [16]. 

One more interesting feature is the use of 
Forward Error-Correction Coding [12] to re¬ 
duce the need for resending data. In particu¬ 
lar, FEC-encoded larger data chunks spread 
over multiple data packets can tolerate the 
loss of some individual data packets, at the 
expense of slightly larger overall transmis¬ 
sion size. 

v. Kademlia 

Kademlia [12] is a Distributed Hash Table 
implementation with many desirable proper¬ 
ties, used in peer-to-peer systems today. 

It's most notable feature is that peer node 
IDs and hash table keys occupy the same 
namespace. Using an XOR metric to com¬ 
pute notional distance between entries in the 
namespace allows Kademlia to select "close" 
peers for hash table entries. 


The paper mentions peer node IDs to be 
randomly chosen, but refers to other meth¬ 
ods possible. One could imagine using a pub¬ 
lic key, or hash of one. Since data keys are 
in the same namespace, it is likely that the 
same hash function is used with arbitrarily 
large input to derive the lookup key. 

One point here is that in likely Kadem¬ 
lia use cases, node IDs and keys are highly 
randomized, leading to a very wide spread 
of keys across nodes. Another conclusion 
is that "distance" between nodes is notional 
only, and bears no relation to geographical 
or network distances. 

These features combined likely lead to 
great robustness in the face of partial IP rout¬ 
ing failures, but unfortunately allow for few 
optimizations related to network topology. 
As we have seen in the latency section above, 
such optimizations are highly desirable for 
streaming applications. 

vi. SimHash 

Cryptographically secure hashing algo¬ 
rithms share one property to be resistant to 
attacks, namely that slightly different inputs 
lead to vastly outputs. 

By constrast, SimHash [2Q] tries to yield 
similar outputs for similar values. It is sup¬ 
posedly used by the Google crawler for find¬ 
ing duplicate documents. 

For two strings si and s2 with a common 
prefix, the SimHash distance between them 
may be comparatively large when the post¬ 
fix differs greatly. The interesting property 
of SimHash is that nevertheless the distances 
of each of these strings to a third randomly 
generated reference k are going to be very 
similar, if not downright identical. 

vii. Double Ratchet Algorithm 

In the Signal messaging app, the Double 
Ratchet Algorithm [21] is employed to pro¬ 
vide forward security and break-in recovery. 
That is, if a symmetric encryption key were 
to be learned by an attacker for a specific 
message, future and past messages will not 
be compromised. 

A Double Ratchet based scheme for 
groups of recipients is described in an older 
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paper [23] (referring to the previous Axolotl 
name of DR), and serves to turn the inherent 
Unicast operation of DR into an encrypted 
Multicast capable system. 

Notably, the algorithm relies on a different 
protocol for the initial exchange of a shared 
secret. The same author provides X3DH [22] 
as a solution, which is explicitly designed for 
asynchronous use. 

viii. Merkle Trees 

A Merkle Tree [24] is a tree data structure 
used in cryptographic applications. Data is 
placed into leaf nodes, and each leaf node is 
labelled with a hash over the data it contains. 

Non-leaf nodes are labelled with a hash 
over all hashes of their direct child nodes, all 
the way to the tree root. In this way, the root 
hash effectively becomes a hash over all con¬ 
tent. 

Content becomes addressable by these 
hashes: the entire data is identified by the 
root hash, subtrees by the hash of the node 
that forms the subtree root (in some uses re¬ 
ferred to as a munro hash), and data blocks 
are identified by leaf node hashes. 

viii.l Copy on Write 

When modifying data in a block, the data 
block hash changes. The implication of the 
Merkle tree structure is that then also the par¬ 
ent hash of the data block changes because 
the data block hash changed. This proceeds 
all the way up to the root hash. 

A new root hash implies that semanti¬ 
cally, a copy of the entire Merkle tree is cre¬ 
ated whenever a single data block is written 
- though data blocks in leaf nodes remain 
largely unaltered. 

viii.2 Signed Hashes 

Signing a hash in a Merkle tree crypto¬ 
graphically effectively signs the entire sub¬ 
tree worth of data. This is useful for e.g. file 
signing, in which the Merkle tree root would 
be signed. 

But also when subtrees are updated be¬ 
cause a data block changed, it is possible to 
just sign the subtree root to indicate that it's 
a valid part of the data as a whole. 


Combined with an appropriate communi¬ 
cations scheme, it thus becomes possible to 
synchronize Merkle trees without sending 
hashes from the modified data node all the 
way up to the root. 

ix. Dat 

The Dat Project [25] is a protocol specifica¬ 
tion and implementation of a peer-to-peer 
file synchronization system. 

Dat's main characteristics are: 

• Content discovery is based on DNS 
entries or Kademlia. As we've seen 
above, Kademlia has no notion of net¬ 
work vicinity between peers, and there¬ 
fore cannot be used in its unmodified 
form for selecting optimal peers. 

• Transports are either HTTP or uTP, a Bit- 
Torrent related protocol that uses LED- 
BAT for congestion control (even if the 
spec is strictly speaking transport agnos¬ 
tic). As we have seen, LEDBAT may not 
be a desirable property for video stream¬ 
ing. Conversely, HTTP which is cur¬ 
rently based on TCP suffers from TCPs 
lower packet throughput than UDP 

• File chunk lookups are based on a 
Merkle tree. When casting, the file con¬ 
tents constantly change, leading to ever- 
changing root hashes in the Merkle tree 
having to be propagated to consuming 
nodes, adding undesirable overhead. 

While Dat seems robust and well thought 
out for file synchronization, and uses effi¬ 
cient building blocks such as Kademlia and 
Merkle trees, these building blocks do not 
make it optimal for casting applications. 

x. Interplanetary File System 

Another peer-to-peer file system is the Inter¬ 
planetary File System [26]. 

One has to be a bit careful with the nam¬ 
ing here. The IPFS project as a whole en¬ 
compasses several different protocols built 
on top of each other. The bottom layer is also 
named IPFS, but is not actually a file system 
- file system functionality is only offered at 
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higher layers. A the bottem layer, IPFS pro¬ 
vides a content block addressing scheme. Un¬ 
less each content block is chosen to be large 
enough to encompass an entire file, it does 
not even implement a full block allocation 
layer of a file system. 

With IPFS' insistence on using content 
hashes as content names, it furthermore 
makes blocks effectively immutable - which 
isn't necessarily a problem, but demands that 
any higher level file system semantics built 
on top of it must follow a copy-on-write pat¬ 
tern. 

Content discovery in IPFS is either based 
on DNS pointers or on their own hashtable 
based NDNS system, which is currently high¬ 
lighted as being very slow. 

xi. PPSPP 

The Peer-to-peer Streaming Peer Protocol 
[2Z], as the name suggests, is a networking 
protocol designed for streaming media con¬ 
tent between peers. 

It's design centers around Merkle trees, 
much like in the Dat project - in fact, the 
Dat paper refers to PPSPP for inspiration in 
this regard. In contrast to Dat, PPSPP how¬ 
ever provides a mechanism for partially up¬ 
dating Merkle trees, verifying updates with 
cryptographic signatures, such that casting 
becomes possible. 

Furthermore, PPSPP supports two distinct 
access modes, recognizing the difference be¬ 
tween file synchronization and casting re¬ 
quirements. The mode we'll term on-demand 
mode is based on a request-response cycle, 
much as in Dat. The casting mode, on the 
other hand, is initiated by a subscription 
message, whereupon the source pushes addi¬ 
tional data to the subscriber without further 
data requests, until an unsubscribe message 
is received. 

Where it lacks in comparison to Dat is any 
concept of file system hierarchy or metadata, 
or content discovery. It simply disregards 
discovery as a problem outside of its scope. 

Much like QUIC, PPSPP accounts for 
many multiplexed channels across the same 
connection. Unlike QUIC, however, it does 
not provide congestion control or any form 
of voluntary rate limiting, either per connec¬ 


tion or per channel. This makes timing de¬ 
pendent multiplexing of separate audio and 
video streams just a little harder over PPSPP 
than over QUIC (where it is also not consid¬ 
ered to be a user visible feature). 

Unlike QUIC, PPSPP uses LEDBAT for 
congestion control, but like QUIC it can ac¬ 
knowledge larger numbers of content ranges 
than would be typical for TCP. 

V. Proposed Architecture 

This section outlines a proposed architecture 
at a high level of abstraction. 

i. Introduction 

In the previous section, we have explored the 
problem domain, and analysed various re¬ 
lated technologies. The conclusion from the 
analsysis must, unfortunately, be that no sin¬ 
gle existing technology will satisfy the problem 
domain's requirements. 

This isn't to say that no solution can be 
found. The Dat Project, for example, success¬ 
fully combines Kademlia distributed hash ta¬ 
bles with a representation of file chunks in 
Merkle trees, and what is effectively the on- 
demand portion of the PPSPP protocol. 

It lacks the casting portion of the pro¬ 
tocol, and adds an indexing layer which 
isn't required. It also contains fairly simple 
notions of authentication and authorization, 
and lacks all accounting. 

A simple starting point for an architecture 
that fixes the issues would then be: 

1. Kademlia for content discovery. 

2. PPSPP for content streaming/casting, 
with its Merkle tree representation of 
files. 

3. A PKI for authentication. 

As the more detailed analysis has shown, 
however, these components are still not ide¬ 
ally suited for low-latency, high-bandwidth 
media streaming. The following sections 
therefore describe casting-optimized ver¬ 
sions of these components. 


11 



Peer-to-peer Media Storage and Casting - Draft 3 • January 2020 • CC BY-SA 4.0 


i.l Overview of Roles 

The architecture takes into account many of 

the roles likely necessary in a video distribu¬ 
tion system. 

Source in general describes the originating 
node of a video stream. In the more spe¬ 
cific use case, it describes the originating 
node at which a video is "uploaded” to 
the network. 

In an on-demand scenario, it is easily 
feasible for a video to exist at multiple 
nodes. The source then refers to the 
node that is contacted for transmitting 
the video. 

Sink describes the recipient node for a 
video. 

Multi-Sourcing describes an attempt to re¬ 
trieve the same video from multiple 
nodes simultaneously, discarding dupli¬ 
cate data chunks. The best source for 
each chunk then "wins". 

In a multi-sourcing scenario, a single 
sink is connected to multiple sources. 

Narrowcasting refers to the opposite sce¬ 
nario, where a single source serves mul¬ 
tiple sinks simultaneously. This is, as ex¬ 
plained the terms section i, is not easy to 
achieve on IP networks except in special 
circumstances (that may be optimized 
for). 

Unicasting refers to a single source serving 
a single sink. It is very linkely that 
the same source node serves many sink 
nodes simultaneously, but over separate 
connections, making this distinct from 
narrowcasting above. 

In realistic scenarios, each connection 
may also be part of a multi-sourcing 
setup. 

Amplifiers refer to nodes whose specific 
purpuse is to consume a video stream 
from a source and replay it to multiple 
sinks. They thus "amplify" the band¬ 
width from the original source. 

Transcoders consume a stream, and become 
a new source for a different encoding of 


the same video. This might be at a dif¬ 
ferent bitrate, resolution, or in a different 
format. 

The exact way these roles interact in order 
to construct a full media streaming network 
is outside the scope of this document. 

ii. File/Stream Abstraction 

PPSPP's organization of files into chunks, 
which are addressable via Merkle trees is 
sound-*-, and it's no wonder that Dat has 
adopted it. What is required on top of Dat's 
implementation, though, are the partial up¬ 
dates to Merkle trees via munro hashes that 
PPSPP provides. 

Some minor modifications of this scheme 
will allow for better privacy in the face of for¬ 
warding peer-to-peer nodes that may not be 
fully trusted / 

ii.l Encryption 

The obvious first modification is to encrypt 
the data chunks that make up the file. In con¬ 
trast to transport layer encryption method, 
blocks of data should be randomly accessible, 
so the XTS-AES cipher [28] is recommended. 

The cipher does not contain any protection 
against modifications, such that any random 
sequence of bytes will be "decrypted" to a dif¬ 
ferent random sequence. XTS-AES leaves it 
up to the application layer to protect against 
such issues. 

The proposal is therefore to concatenate 
raw data chunks with a checksum 1 2 3 before 
encryption. The result of both operations 
forms the entry into the Merkle tree. Such 
a checksum could conceivably be a crypto¬ 
graphically secure hash, as no error recov¬ 
ery is necessarily intended. Note that such 

1 It should be noted that sending hashes of data 
ahead of data is susceptible to extension attacks, and the 
Merkle tree usage in Dat and PPSPP does not mitigate 
against them. Double hashing is generally considered a 
sufficient solution 

2 In peer-to-peer networks, it's easier to arrive at a 
sound design when your default assumption is that no 
peer may be trusted. 

3 A more complete proposal is to use a signing 
scheme here that, combined with encryption, does not 
fall prey to the problems outlined in Davis' analysis of 
common schemes [30]. 
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a hash would differ from the hash entered 
into the Merkle tree. 

Such a cipher requires the symmetric en¬ 
cryption key(s) to be communicated out-of 
band, which naively implemented adds pro¬ 
tocol complexity one would like to avoid. 

ii.2 Record Stream 


tial message to each accepted recipient can 
be embedded directly into the Merkle tree. 
This initial message contains a shared key 
for further communication with the recipient. 
In this proposal, the X3DH initial message 
should immediately be followed by an en¬ 
crypted message containing the file encryp¬ 
tion key. 


When splitting file data into a series of 
chunks, each chunk is appended to the previ¬ 
ous chunk to form the final file again. In cast¬ 
ing situations, where there is no concept of a 
full file until the stream ends, this is more 
apparent, but applies to all chunking mecha¬ 
nisms. 

The proposal is to make this explicit. In¬ 
stead of adding file chunks to the Merkle tree, 
add append records with file chunk data. 

The overhead of this is very low - naively 
a single byte header is sufficient. But the ben¬ 
efit is that we can now multiplex other types 
of records into the stream without need for 
out-of-band communications, such as sym¬ 
metric encryption keys. 

Adding a header does carry security im¬ 
plications. For the most part, it needs to be 
ensured that the header actually matches the 
following chunk data. This is partially en¬ 
sured by the chunk hashes in the Merkle tree. 

ii.3 Key Exchange 

Key exchange can occur via X3DH [22]. Since 
that protocol is designed for offline use, and 
we can now embed other records into our 
record stream, the proposal is to embed some 
parts of the X3DH messages into the file 
stream. 

In particular, X3DH requires Bob to pub¬ 
lish prekeys to a server, which Alice can use 
to establish a secure connection. Alice, then, 
wands to send data securely, and Bob wants 
to receive data securely. The burden then falls 
on file consumers to publish prekeys. 

Prekey bundles contain public keys and 
signatures, nothing that cannot be shared 
with the public. It is therefore conceivable to 
store them in a distributed hash table used 
by the network (see following sections). 

Once prekey bundles are successfully dis¬ 
tributed on the network, the sender's ini¬ 


ii.4 Extension Attack Mitigation 

As mentioned previously, the Merkle tree us¬ 
age in Dat and PPSPP is susceptible to ex¬ 
tension attacks. The proposed full specifica¬ 
tion of each entry into the tree that mitigates 
against this issue follows. 


#1 


#2 


Signature 



0 7 8 15 

Record Type 


Payload Size 



1. We begin with a 16 bit field for the 
record type. Probably an 8 bit field 
would be sufficient, but let's add the ex¬ 
tra extensibility. 

2. We follow with a payload size of 32 bit. 
This is the size of the encrypted data that 
follows. 32 bit would allow rather larger 
chunks than useful, but 16 bits would 
leave chunks artificially short^. 

This size contains the raw data chunk 
size, the checksum size, the size of any 

4 If extra overhead is a concern, an 8 bit record type 
and a 24 bit payload size would also align nicely into 32 
bits total. 
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padding bytes added during encryption 
and the size of the final signature. 

3. The next part is the encrypted data 
chunk. It contains: 

(a) The raw data chunk. 

(b) A checksum. 

4. Finally, a signature over the entire pre- 
ceeding byte data is appended. 

The choice of checksum and signature al¬ 
gorithm is left up to the implementation. It 
is conceivable for the signature to be a simple 
hash - but in practice, the best choice would 
be a public key signature as PPSPP proposes 
[ 22 ]- 

Note that the entirety of #2 above is en¬ 
crypted, meaning the data chunk is effec¬ 
tively verified with a sign-then-encrypt-then- 
sign scheme, where the initial signature may 
only validate the data itself, i.e. with a check¬ 
sum. This scheme fixes common signing 
and encryption weaknesses, as well as exten¬ 
sion attacks - though double hashing for any 
hash-based checksums is still recommended. 

Mismatching signatures or payload sizes 
must lead recipients to discard the entire 
record. In fact, the use of signatures allow 
recipients to selectively accept chunks from 
multiple signatories, as long as they have all 
been deemed authoritative. 

We define three types or records in this 
scheme so far: 

1. Append records that append file data, 

2. X3DH initial message records for spe¬ 
cific recipients, and 

3. An encrypted file encryption key ad¬ 
dressed to the same recipient. 

There is likely a good use-case for a fourth 
type of record, a metadata record. The meta¬ 
data payload is somewhat outside the scope 
of this section; however, following sections 
may refer to such a record. 

One metadata field that immediately 
springs to mind is a flag indicating whether 
the file is encrypted at all. Public files do not 
need encryption and the overhead associated 
with it. Nothing much changes in the rest of 


this section, except that the payload size does 
not need to account for padding bytes with 
unencrypted files, and only append records 
are necessary. 

iii. Authentication, Authorization 
and Accounting 

The previous section refers to the use of 
X3DH for exchange of file encryption keys. 
This already assumes that some authentica¬ 
tion is to be performed via a public key in¬ 
frastructure. 

iii.l Authentication 

The two major concerns for a PKI in the con¬ 
text of this document are to provide a chain 
of authentication, and allow for key revoca¬ 
tions. The exact workings of a PKI are be¬ 
yond the scope of this document. 

The proposed hierarchy of keys as follows: 

1. Each participant in the network must 
create a root or master key. This key is to 
be validated or revoked by the PKI, and 
forms the basis of all other operations. 
We'll call this the identity key. 

2. Each participant must create one, and 
may create many device keys. These 
keys allow a participant with multiple 
devices to join the network. Device keys 
or hashes of them act as peer IDs (dis¬ 
cussed later). 

This distinction between identities and 
devices allows for addressing each with 
distinct data. 

Device keys are signed by identity keys. 

3. Finally, X3DH mentiones ephemeral ses¬ 
sion keys. Unlike X3DH, such keys can 
be issued by identities or devices, so the 
issuer must always be referred to in their 
usage. 

This allows for key rotation across all 
communication channels. 

Ephemeral keys are signed by identity 
or device keys, depending on their pur¬ 
pose. 
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From the point of view of the peer-to-peer 
network, this distinction between different 
key types is sufficient for all proposed use- 
cases. 

iii.2 Authorization 

Authorization on the network occurs on sev¬ 
eral levels, but can be separated into distinct 
categories. 

Network authorization refers to peers veri¬ 
fying that identities or their devices may con¬ 
nect to the network. If an identity is part of 
the PKI and not revoked, network authoriza¬ 
tion is granted. 

Service authorization refers to peers ver¬ 
ifying that a device may perform the re¬ 
quested action - this is the information that 
allows peers to deny service. 

It is beyond the scope of this document to 
define all possible types of service authoriza¬ 
tion, but later sections of the document will 
refer to some of them. 

At its most basic, service authorization can 
be granted if a tuple of an identity and a per¬ 
mission specification is signed by an author¬ 
ity, and no revocation for this tuple exists. 

Any identity can be an authority in this 
scheme; however, it can only be an author¬ 
ity over its own permission specifications. 
That is, permission specifications are always 
scoped to the signing authority. Participants 
in the network can decide whether or not 
they accept an authority. 

The first step in service authorization is for 
a participant claiming authority over some 
permission specification by publishing this 
claim, providing the permission specification 
and their signature. It may be sufficient to 
publish this claim, or the claim needs to be 
validated. 

The exact validation process is outside of 
the scope of this document. However it is im¬ 
plemented, the permission specification will 
include in some form ivhat action is permitted 
on which object 

5 Objects could be groups of other objects; the scoping 
is very flexible. 


If a claim is valid, then a signature by 
the claimant over the permission specifica¬ 
tion and an identity becomes a valid permis¬ 
sion grant that any node can independently 
verify. 

Permission revocations are similar signed 
tuples of the permission specification, the 
identity, and a marker indicating a revoca¬ 
tion. Timestamping the tuples for grants and 
revocations allows for retracing their history. 

Subsequent sections of this document 
assume that service authorization is imple¬ 
mented in this fashion. 

File authorization refers to file access per¬ 
missions. If the X3DH scheme is used for em¬ 
bedding encryption keys into the file stream 
as described previously, then being able to 
decrypt such a key record translates to read 
permissions on the file. 

Write permissions are also fairly easily 
handled, allowing for a file to be appended 
to by multiple sources. It makes use of the 
above service authorization scheme as fol¬ 
lows: 

1. As a file owner, a participant publishes 
a claim that they can grant write permis¬ 
sions on the file in question. This claim 
is validated. 

2. The file owner then publishes a permis¬ 
sion grant for writing on the file. The 
identity of the grantee is, of course, in¬ 
cluded. 

3. The permission grantee publishes a file 
append record (or some such). 

4. Recipients of the record can verify that 
they can trust the contents, because the 
owner delegated write permissions to 
the publisher of the record. 

We should similarly publish read per¬ 
missions in order for peers to deny ser¬ 
vice early. This prevents peers who have 
lost their cached copies of the file from re- 
downloading them. 

The proposed encryption scheme using 
X3DH is still lacking in information on how 
prekey bundles are to be distributed. 

In the X3DH specification, it is the server's 
responsibility to hand out one- time prekeys 
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one by one, until none are left. In a dis¬ 
tributed environment, such accounting is 
fairly hard to do in a timely fashion, espe¬ 
cially when nodes fail. The proposal, there¬ 
fore, is to not use one-time prekeys 

Scoped File Authorization is also possible. 
In the above scheme, we assume that access 
to a file is either granted or not. 

We can scope permission fairly easily by 
changing the encryption key before all file 
append chunks are added to the Merkle tree. 
This can be done fairly easily by employing 
the Double Ratchet [21] algorithm, and pub¬ 
lishing newly generated keys in the same 
way as described in the previous section as 
part of the Merkle tree. 

This is not the cheapest operation. All 
changes to the encryption key need to be sent 
to all permitted readers. That may mean en¬ 
crypting a (small) key thousands of times, de¬ 
pending on how widely the file is used, and 
embedding records for each into the Merkle 
tree. 

The change would require the publishing 
message of the key to be extended to refer 
to the last hash encrypted with the previous 
key, so that reasonably rapid random access 
can be granted. 

In the unmodified Double Ratchet scheme, 
each message (aka chunk) should be en¬ 
crypted with a different key. As an optimiza¬ 
tion, it is proposed that this key rotation is 
not performed for every chunk, but rather 
every time the reader set changes, and op¬ 
tionally at a configurable interval. 

Similarly, write permission grants must be 
scoped not only to a file, but to a hash offset 
- this is entirely possible under the proposed 
schemed 

Delegation One of the desirable side effects 
of the proposed permission scheme is that 
it's possible for file owners to delegate jobs 
to other peers. When casting video, for ex¬ 
ample, it is unlikely that a peer has the band- 

6 An alternative might be to use short-lived keys, but 
that introduces the problem of time synchronization 
across the network 

Complications arise when write permissions are 
granted and revoked for conflicting offsets. This must 
be addressed in an implementation. 


width for all possible video resolutions (and 
therefore bitrates) that clients require. 

A published transcode permission allows 
its grantee to authoritatively publish a down- 
scaled video, without the need for the stream 
producer to sign each downscaled video 
chunk. 

Similar reasoning applies to peers verify¬ 
ing casting sources other than the originating 
peer, if that is a desired feature. 

iii. 3 Accounting 

In the previous sections, the publication of 
prekey bundles or of permission claims al¬ 
ready require some form of accounting of 
some actions. Whatever method chosen for 
publication, it can serve for accounting for 
other actions. 

iv. Transport Protocol 

As we have seen in prior sections, the choice 
of transport protocol for media streams can 
significantly affect the viewing experience, 
especially when casting. 

To summarize: 

• Latency introducing jerkiness or buffer¬ 
ing must be avoided, and 

• congestion prediction via LEDBAT is de¬ 
sirable, but 

• instead of LEDBAT's adjustment to con¬ 
gestion window sizes, possibly TCP Cu¬ 
bic leads to better stream performance. 

The major factor affecting latency is the 
use of TCP's ACK/SACK and resend mecha¬ 
nism. In particular, as TCP has strict sequenc¬ 
ing of packets, when multiple streams are 
multiplexed over the same TCP connection, 
the loss of one packet of one stream immedi¬ 
ately stalls all other streams as well. 

Much as QUIC proposes, it is therefore de¬ 
sirable to implement a new protocol capable 
of multiplexing several channels (or streams) 
over the same connection. Such a protocol 
must necessarily be based on UDP, because 
IP is the only viable lower layer on the Inter¬ 
net. 

Both QUIC and PPSPP propose multi¬ 
plexed channels, and in theory, either of 
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them is suitable enough for our purposes - 
except that QUIC contains special provisions 
we don't need (such as handshakes and chan¬ 
nels relating to HTTP only), while not con¬ 
taining much casting support. PPSPP on the 
other hand relies on a transport that has ACK 
messages of some sort, which UDP does not. 

The minimal transport implementation 
would be to use PPSPP, with the addition of 
an ACK messages, over UDP a . 

iv.l Acknowledgements 

TCP sends ACK ranges in TCP headers, 
and introduces SACK messages for sending 
larger ranges. By contrast, QUIC only sends 
the equivalent of SACK messages, but may 
contain many more ranges in a single mes¬ 
sage. 

This all seems a little back to front. 

On a reasonably stable connection, it 
should be expected that in excess of 50% of 
packets sent by a sender are received by the 
receiver. That value is not arbitrarily cho¬ 
sen, but rather represents the tipping point at 
which either sending acknowledgements of 
received packets, or requests for unreceived 
packets becomes cheaper (in terms of less 
data to send). 

The proposal, then, is instead of sending 
ACK ranges, to send messages with MISSED 
ranges instead. If in excess of half the pack¬ 
ets are received, that makes for fewer mes¬ 
sages and smaller messages to send, and will 
lower the required packet throughput rate 
for a given stream compared to TCP or QUIC, 
thus reducing latency. 

If fewer than half of packets are received, 
it is doubtful that streaming media is still 
possible - no amount of error correction or 
skipping frames will likely restore the signal 
to acceptable quality. This, or indeed poten¬ 
tially a higher threshold still, is a clear signal 
for a receiving peer to seek different sources 
for the same stream. 

Missing the Future The purpose of send¬ 
ing ACK instead of MISSING is that a recipi- 

8 In practice, it may well be that a subset of PPSPP 
suffices, and other small changes to the protocol are de¬ 
sirable - but that can safely be considered an implemen¬ 
tation detail at this stage. 


ent can hardly know that it misses any pack¬ 
ets after the last one received, that is, it can¬ 
not miss future packets. 

Sending ACK ranges leaves the recipient 
passive, and makes the sender responsible 
for re-sending everything that might have 
been missed. 

It makes sense to send the last received 
packet as a kind of ACK range end, in order 
for the sender to make any decisions. How¬ 
ever, as an optimization over ACK behaviour, 
sending MISSED ranges is still sensible. 

Missed Range Determination On the 

transport layer, MISSED ranges are any 
missing packets with sequence IDs lower 
than the latest received packet. However, the 
application layer may determine that some 
of these are not actually missed, even if they 
are missing. 

The default behaviour should be to report 
all MISSED packets, but let the application 
layer override this as necessary. 

Use with LEDBAT The only other consider¬ 
ation is that for LEDBAT-like congestion pre¬ 
diction, periodic MISSED packets need to be 
sent, even if they contain zero missed ranges. 

A periodic packet containing the above last 
received packet and no MISSED ranges, to¬ 
gether with a timestamp of the last received 
packet would enable LEDBAT. 

The amount of packets sent is well below 
the amount generated by TCP's ACK mecha¬ 
nism, and corresponds more to the TCP De¬ 
layed ACK mechanism. 

Real implementations of TCP Delayed 
ACK send acknowledgements within very 
few milliseconds of retrieving packets. A 
good period for LEDBAT usage would have 
to be a research topic. 

iv.2 Congestion Management 

LEDBAT requires periodic messages sent 
from receiver back to the source in order to 
measure round trip times. LEDBAT then 
shrinks the send window when RTTs in¬ 
crease, and grows it when RTTs decrease. In 
that way, it predicts, and if possible avoids 
congestion on the entire path from peer to 
peer. 
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By contrast, TCP Cubic reacts only to ac¬ 
tual congestion by also reducing the send 
window, and then attempts to increase it 
while no further congestion is detected. 

It's clear that LEDBAT is better for video 
streaming, as it helps avoid congestion in the 
first place. Where LEDBAT is not suitable to 
streaming is that there is no lower bound on 
the decrease of the send window. Unfortu¬ 
nately for us, a minimum bitrate is required 
for maintaining a video stream without stut¬ 
ter or buffering. 

The problem is that LEDBAT is not cooper¬ 
ative - yes, receivers send back enough data 
to measure RTTs, but otherwise are passive 
participants in the scheme. 

The proposal is to introduce a RTT thresh¬ 
old, based on the combined stream bitrates of 
all streams sent on the path, that informs the 
sender that it can no longer guarantee qual¬ 
ity. This information is sent to the recipient 
as a congestion warning message. 

The congestion warning message should, 
if possible, include addresses of other live 
nodes serving the same streams. This should 
allow the recipient to start recovering indi¬ 
vidual streams by receiving them from other 
sources, and selectively unsubscribing from 
them at the original sender. 

TCP Cubic is such a popular congestion 
control mechanism for TCP, that it bears ex¬ 
amining whether it's cubic curve might make 
for better recovery from congestion than the 
linear function of LEDBAT. This is necessar¬ 
ily speculative, and actual research in a live 
system should be conducted. 

The Initial Send Window Size should 
likely be determined based on the target 
packet throughput rate, and modified appro¬ 
priately by the congestion management algo¬ 
rithm afterwards. 

iv.3 Forward Error-Correction Coding 

Much like QUIC, our proposed transport 
would benefit from FEC [1Z] for avoiding re¬ 
sends from MISSED packet ranges. 

The issue with FEC is that initially it in¬ 
creases bandwidth in order to reduce latency 


introduced by resends. However, since in¬ 
creased bandwidth can also increase packet 
loss, requiring more packets to be recovered, 
the exact redundancy factor used by FEC for 
best results is difficult to determine. 

We propose an adaptive FEC mechanism: 
starting with a standard redundancy factor, 
the factor should be increased when MISSED 
ranges are reported - because when pack¬ 
ets can be recovered due to the use of FEC, 
MISSED ranges need not be reported at all. 

If this leads to an increase in MISSED 
ranges, the factor needs to be reduced to less 
than its value before the experiment started, 
until a FEC redundancy factor of 1 is reached 
and FEC is disabled. 

Once FEC needs to be reduced, it is possi¬ 
ble to send this as a warning to the applica¬ 
tion layer that the available packet through¬ 
put rate for the path is possibly not sufficient 
to meet the target rate. 

A Splitting/Joining Algorithm is at the 

heart of the translation from the file represen¬ 
tation layer to transport layer. Each chunk of 
data from the Merkle tree must pass the algo¬ 
rithm to be split or joined into appropriately 
sized network packets. It is at this point that 
FEC is used to help determine how many dis¬ 
tinct packets a data chunk is encoded into. 

The FEC redundancy factor to use is ac¬ 
tually composed of two distinct factors: the 
application layer may define a stream factor 
that the transport layer should try to use. Ad¬ 
ditionally, each transport path may have its 
own FEC factor based on the congestion con¬ 
ditions. Each data chunk should be FEC- 
encoded with a factor that takes both into 
account. The exact method for determining 
this factor is a research topic, but most likely 
the transport path FEC factor must be author¬ 
itative. 

iv.4 Wire Protocol 

The wire representation is fairly similar in 
concept to the data chunk format described 
in Section HA- 

The main difference for the wire protocol 
is that it might be useful to merge message 
IDs as outlined in Section vi.l . 
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Instead of detailing the entire wire proto¬ 
col here, it suffices to note that for the split¬ 
ting of data chunks into individual packets, 
what's necessary to encode is: 

1. The message type, indicating that the 
message contains a data chunk part, 

2. the part number of the data chunk, so 
the recipient can reassemble the chunk, 

3. the FEC factor used, so that reassembly 
can commence once sufficient parts are 
received, 

4. the data part, and 

5. a checksum for integrity checking of the 
part. 

Any signing of the message may happen 
for each message separately, or in the case 
of short messages concatenated into a packet, 
for the packet as a whole. 

iv. 5 Multi-Peer Sourcing 

As referred to previously, nodes are free to 
choose multiple sources to stream the same 
video from, letting the first arrival of a data 
chunk "win", and discarding all others. 

It is feasible for an overlay protocol to 
request only every Nth data chunk from 
any given source, thus interleaving partial 
streams. This reduces transfer rate require¬ 
ments on each source, while maintaining the 
incoming transfer rate at the sink. The strat¬ 
egy is particularly useful considering that up¬ 
stream capacity at sources is likely far more 
limited than downstream capacity at sinks. 

Similarly, using FEC, it is possible for 
each source to provide only every Nth FEC- 
encoded chunk. The benefit here over the 
simpler approach above is that given a suf¬ 
ficient number of sources, the total loss of 
one of them can be recovered due to the error 
coding. 

v. Content Discovery 

When discussing content discovery, it bears 
recalling the conceptual distinction of a meta¬ 
data layer and an indexing layer in file systems. 
Recall that the former stores file metadata, 
and the latter effectively stores file locations 
(within directories). 


v.l Metadata Layer 

The metadata records alluded to in the file 
representation section cover most of the im¬ 
mediate requirements on a metadata layer. 
That is, metadata records should exist for 
and within each file that, at minimum, mark 
the file as encrypted or unencrypted. 

It is largely unimportant to the file repre¬ 
sentation in what form metadata records are 
stored. All we can say for certain is that they 
should contain structured data. The choice 
of serialization format is outside the scope of 
this document. 

Note: The main consideration re¬ 
ally is the generation of signatures 
for the records. Popular represen¬ 
tations such as YAML or JSON all 
suffer from the problem that they 
need to be normalized in order to be 
compared - multiple different byte 
sequences can in fact refer to the 
same data. This can make valida¬ 
tion of signatures difficult as well, if 
a signature of generated content is 
to be compared to previously serial¬ 
ized content, for example. See, for 
example, how JWT [IQ] solves this 
by signing a specific serialized form 
of the content. 

Given some form of structured data, we 
define the following metadata entries with 
special meaning. An unencrypted metadata 
record with (some of) these fields MUST be 
the first record in a compliant record stream. 

name 

Contains the name under which this 
file can be resolved. That is, resolving 
this name and retrieving the first record 
must result in a record identical to the 
one containing this field (but may come 
from a different peer). If the field oc¬ 
curs in subsequent metadata records, it 
MUST be ignored. 

encrypted 

A boolean flag indicating whether en¬ 
cryption is enabled for the file. If the 
flag is true, it means any chunk ap¬ 
pend records cannot be processed by 


19 



Peer-to-peer Media Storage and Casting - Draft 3 • January 2020 • CC BY-SA 4.0 


higher application layers unless appro¬ 
priate key sharing records have been re¬ 
ceived 2 . 

Other metadata fields might help the ap¬ 
plication layer decide how to process the file. 
The proposed optional fields are: 

type 

An IANA Media Type [31]. This infor¬ 
mation helps the application layer de¬ 
cide early what sort of stream to process. 

bitrate 

An expected bitrate for the stream. This 
bitrate cannot sensibly specify the ac¬ 
tual stream bitrate, if non-file chunks 
are multiplexed into the stream. For 
variable bitrate encoded data, this bi¬ 
trate should represent a reasonable ex¬ 
pected average. The field largely serves 
to inform the transport layer's conges¬ 
tion management algorithm. 

The bitrate and path MTU result in an 
target packet throughput rate, which is 
the more useful metric for the transport 
mechanism. 

Publishing the bitrate is very useful for 
sender and recipient, and should be the 
default: 

1. Senders can better multiplex 
streams when they know the target 
packet throughput rate, prioritiz¬ 
ing packets from each stream so 
that they meet the target. 

2. Recipients can detect when a 
sender fails to meet the target and 
find a new source, if available. 

v.2 Indexing Layer 

The indexing layer of the proposed system 
does not have to be particularly complex. In 
particular, we do not need to transport file 
system hierarchy information as e.g. Dat 
does. 

9 As record streams are ordered, it is theoretically pos¬ 
sible for subsequent metadata records to switch encryp¬ 
tion of following blocks on or off again. For the sake 
of simplicity, the proposal is to only consider the flag in 
the first occurring metadata record. 


However, we should let clients choose 
which substreams of a de-multiplexed media 
stream to subscribe to, in order to maximize 
the efficient use of available bandwidth. 

The proposal is to publish an index file ty¬ 
ing these different substreams together. It 
is a regularly published file, and just as any 
other file must start with a metadata record. 
However, the file does not need to include 
anything other than metadata records, and 
in fact most likely shouldn't. 

Note: This is similar to how Dat 
handles indexing data. The differ¬ 
ence is that Dat uses an indexing file 
format, whereas we can use meta¬ 
data records. 

Metadata records in this file must supply 
one additional field, but may contain any 
number of application-defined fields. The ad¬ 
ditional field is: 

contents 

The contents field is a list of reference 
entries to other streams. 

live 

The live field is a boolean flag indicating 
a live record stream, e.g. one containing 
a live video feed. It's an indication to 
the transport layer to switch to casting 
mode instead of on-demand mode, and 
applies to all referenced files alike. If ab¬ 
sent, the default value is false. 

Each reference entry defines the same 
mandatory and optional fields as metadata 
fields described in the metadata layer. This 
allows for early selection of substreams. 

A requirement is, though, that the meta¬ 
data entries listed here MUST match the 
metadata entries in the resolved file, other¬ 
wise the reference is considered invalid. 

In addition to these fields, other fields are 
likely useful for selection by the application 
layer, but are file type dependent. A video 
stream entry, for example, should contain 
metadata specifying the stream resolution, 
for selection by the user. Metadata on audio 
streams should include information on the 
audio language. Specifying mandatory meta¬ 
data for individual stream formats is outside 
the scope of this document. 
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Note: It is a fairly trivial exercise 
to extend this indexing layer to sup¬ 
port file system hierarchies. For ex¬ 
ample, merely referencing another 
index file is enough to create a hier¬ 
archy, though this mechanism is not 
very efficient. 

If and when need for such hierar¬ 
chies arises, this system is extensi¬ 
ble enough to support them. 

v.3 Hash Table 

While the previous sections cover how meta¬ 
data is structured and (minimal) indices are 
managed, no mention is as yet made how file 
names are resolved. 

First, it's important to note that in PPSPP, 
the so-called swarm ID is used to identify 
a data stream. For casting, PPSPP requires 
signed Merkle trees, which are considered 
optional for on-demand mode. If signed 
Merkle trees are used, partial tree updates 
can be pushed to receivers, enabling verifica¬ 
tion of new chunks without renegotating the 
Merkle tree root. 

It is proposed to make this the default be¬ 
haviour for all files. Under the PPSPP specs, 
the swarm ID for signed Merkle trees is the 
public key used for signing. In terms of our 
previously defined PKI, this is an ephemeral 
key - that is, a key used solely for the signing 
of this particular stream. 

With PPSPP's requirements thus covered, 
the proposal is to use a modification of 
Kademlia for resolving file names. 

Node IDs or peer IDs in a network are the 
peer addresses of nodes participating in the 
network. According to our previously de¬ 
fined PKI, those are equivalent to device IDs. 

Kademlia defines its key namespace to be 
160 bits in length; the proposal is to loosen 
the requirement somewhat and define the 
key namespace to be the same length as 
device IDs. It's not unlikely that a hash 
over public keys that's 160 bits in size is the 
best choice; however, for future extensibil¬ 
ity it may be better to make that size based 
on other requirements of peer/node/device 
IDs. 


Since Kademlia expects node IDs to be 
hashes of this length, it further requires value 
keys to also be hashes of this length, and then 
computes an XOR distance as part of its algo¬ 
rithm. 

The choice of cryptographic hashes for 
node IDs is a good one - it allows for a 
wide spread of IDs across the key names¬ 
paces, with the result that Kademlia's hash 
table should be resilient to partial network 
failures. 

Value Keys However, forcing a crypto¬ 
graphic hash function for value keys also 
creates a wide spread across the namespace, 
meaning that related keys will not be clus¬ 
tered together. In terms of resolving sub¬ 
streams faster, this is not a desirable prop¬ 
erty. 

The proposal, then, is to use SimHash 
hashing for value keys, and modify Kadem¬ 
lia to use SimHash distances instead of XOR 
distances. Recall that SimHash has the prop¬ 
erty that similar keys produce SimHash val¬ 
ues that have similar distances to (most) ran¬ 
domly chosen reference points, such as node 
IDs. This property means that there is a high 
likelihood that a node serving one key will 
also serve similar keys, leading to far fewer 
lookups. 

The worry that this might lead to choke- 
points on the network should be mitigated 
by the modified LEDBAT scheme with feed¬ 
back - peers can easily choose further distant 
nodes for substreams. 

Hierarchical Naming One side-effect of lo¬ 
cating names with common prefixes at the 
same nodes is that this lends itself to hierar¬ 
chical naming schemes. 

We propose a mixture of URL and 
the reverse domain name scheme com¬ 
monly used in software namespacing: 
de.finkhaeuser/p2p/storage_casting.pdf. 

This scheme lends itself to defining names¬ 
pace authorities just as in the case of the 
Domain Name System (DNS). Within each 
namespaces, authorities are free to organize 
related files into the same prefix. 

Note that a system for managing owner¬ 
ship over a namespace is outside of the scope 
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of this document. However, claims such pro¬ 
vided by JWT [10], signed by an appropri¬ 
ate authority would be verifiable - the claim 
would need to include a signing public key 
that can be used to verify all resources within 
the namespace. In that, a system very simi¬ 
lar to DNSSEC [22] would provide for dele¬ 
gation and key update mechanisms. 

k-bucket Sorting In unmodified Kademlia, 
nodes for each key distances are placed into 
a k-bucket, which is sorted by uptime of the 
node. This mechanism implies that stale 
nodes are rarely contacted, and drop out of 
the hash table entirely. 

Unfortunately, uptime is not the only met¬ 
ric for choosing a desirable node. As we have 
seen, latency increases dramatically with net¬ 
work topology distance - it is clear that of 
two candidates, the one closer in network 
topology is far more desirable than the other. 

The proposal is to sort k-buckets not just 
by uptime, but also by other metrics such as 
network distance. 

The optimal procedure for this still needs 
to be determined. However, as a starting 
point, a weighted average of normalized net¬ 
work distance and uptime can be used. It 
should be noted that in the in Joost's stream¬ 
ing layer, using network topology distance 
as a selection metric made an enormous dif¬ 
ference for reducing stutter, both due to re¬ 
duced overall latency, but also because with 
shorter paths, packet drops become far less 
likely. 

Network distance, of course, can only be 
determined at the node - that is, a partici¬ 
pant serving values in the Kademlia table can 
only measure its own network distance (eas¬ 
ily) in order to sort values in the k-bucket. 
However, each querying node also maintains 
its own k-buckets, thereby cascading the ef¬ 
fect. 

Hash Table Values In unmodified Kadem¬ 
lia, the protocol either returns values or it re¬ 
turns nodes to query that are closer to the 
value. The latter is exactly what we want, 
and should not be modified. 

Naively in our case, the former should re¬ 
solve SimHashes over file names to the actual 


file - but in the case of PPSPP, we instead 
need a swarm ID. 

It should be the case that the node respond¬ 
ing with the swarm ID can also serve the file 
via PPSPP. 

These optimizations over Kademlia there¬ 
fore come to mind: 

1. in addition to key lookup, allow one- 
step subscription to the key. This is a 
useful property for subscribing to sub¬ 
streams containing actual content, and 
removes one round trip to the same 
node. 

2. if a subscription was requested, a node 
can respond with the swarm ID, but im¬ 
mediately also send the first metadata 
chunk of the subscribed file - or what¬ 
ever chunk is considered current in cast¬ 
ing. 

3. in addition to the swarm ID, a response 
should always include relevant alternate 
peers for the same file. This allows the 
client to update its own k-buckets for 
faster switching to alternative sources. 

vi. Miscellaneous 

There are a few miscellaneous considerations 
to the proposed architecture, listed in this 
section. 

vi.l Message Encapsulation 

The previous sections blithely assume that 
packets for PPSPP, Kademlia and some pro¬ 
posed addtions are all sent across the same 
connection. This is of course likely to cause 
fairly catastrophic failure. 

There are three approaches to solving this 
issue, with different advantages. 

Merging Message IDs solves the issue by 
modifying all protocols to use the same mes¬ 
sage ID namespace, re-assigning message ID 
values from this namespace. The main ad¬ 
vantage is reduced wire overhead, which 
should be highlighted is a real concern. 
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Protocol Encapsulation on the other hand 
offers a simple message envelope specify¬ 
ing a protocol ID in its header, and leaving 
the payload to be entirely defined by sub¬ 
protocols. The main advantage lies in much 
clearer separation of concerns. 

Protocol Separation finally expects differ¬ 
ent connections for each protocol. While this 
is very simple to implement, it suffers from 
multiple drawbacks. Stream multiplexing 
is much harder to manage if each stream is 
over a different connection - the network 
path is the same, but endpoint ports must be 
merged into a single virtual connection. 

Which of these approaches is to be chosen, 
and their exact implications is left as an im¬ 
plementation detail - suffice to note that a 
choice must be made. 

vi.2 NAT piercing 

If moving to a proposed UDP-based protocol, 
peers must be identified by their public IP ad¬ 
dress, which may be the address of the router 
connected to the internet. Furthermore, the 
router must forward packets sent to a partic¬ 
ular IP and port combination on to the peer. 
The general process is NAT piercing. 

STUN is the default protocol for piercing 
NATs. It's widely deployed, but it should 
be noted that it is only efficient against some 
NAT types. In either case, STUN requires 
two participants in the network with publicly 
reachable IP addresses, not behind NATs. 

The basic principle is that in order for as¬ 
suming NAT to be pierced, a packet sent to 
one address, if returned from the other ad¬ 
dress, must be received by the originating 
peer. 

Typically this is implemented as a single 
server listening on two distinct ports or IP 
addresses. With a forwarding mechanism, it 
would also be possible to utilize two peers, 
of which only the receiving end must have a 
public IP. 

Universal Plug'n'Play is a networking 
protocol that allows peers to query their 
router's public IP. It is much simpler than 


STUN, but not supported by all devices. 

Whichever mechanism is used, UDP-based 
protocols rely on NAT piercing for peer-to- 
peer networks. Neither QUIC nor PPSPP 
have this issue, as QUIC is designed for 
client-server use (as is IPFS), and PPSPP del¬ 
egates this issue to outside of its scope (as 
does Dat). 
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